
EZ Finder™ Reflex Sight
#7084
The EZ Finder reflex sight makes pointing your telescope almost as 
easy as pointing your finger! It’s a nonmagnifying aiming device that 
superimposes an image of a tiny night-vision red dot on the sky, show-
ing exactly where the telescope is pointed. You keep both eyes open 
when looking through EZ Finder, which makes it easy to compare the 
view through the sight with the wider naked-eye view. EZ Finder has a 
wide 9° field of view, and now includes a quick-release dovetail base 
and adjustable brightness control. 

Parts List
1 EZ Finder reflex sight with 3-volt lithium battery 

1 Dovetail mounting base 

1 Double-sided foam tape 

2 3/8" flathead 6-32 bolts 

2 3/4" flathead 6-32 bolts 

2 Lock washers 

2 Hex nuts 

Installation
First, open the box and make sure all the parts are present. The base can be 
attached to the telescope tube with the double-sided foam tape (recom-
mended for refractors) or with two bolts. For your convenience, we have pro-
vided two pairs of bolts of different lengths to fit most telescope tubes. The 
longer (3/4") bolts work well with Sonotube optical tubes, while the shorter 
(3/8") bolts are best suited for thinner (metal) tubes. 

To drill the holes in the tube, use the drill template (illustration) of the base at 
the left. Lay the template on the telescope tube so that the long axis of the 
base is parallel to the long axis of the telescope tube. Poke a pencil point 
through the center of each hole, marking its position on the tube. Remove 
the template. Now, use a #25 (.148") or similar drill bit and drill two holes 
where the pencil marks are. 

Attach the base to the tube with two bolts of the desired length (there will be 
two extra bolts), and secure by threading a lock washer and hex nut over the 
end of the screw. 

Instead of bolts, the double-sided foam tape can be used to attach the EZ 
Finder base to the telescope tube. The tape is already cut to the correct size. 
Peel off the backing on one side, line up the tape to the bottom of the base, 
and press firmly. Then remove the backing from the other side of the tape 
and adhere the base to the tube. 

For mounting EZ Finder on Celestron or Meade Schmidt-Cassegrain tele-
scopes, we offer a special bracket (#2330, sold separately) that fits the exist-
ing accessory mounting holes on the telescope. Alternatively, the foam tape 
included with the finder could be used. 

Next, loosen the two Phillips-head screws on the bottom rail of the reflex sight. 
Slide the reflex sight onto the dovetail base and tighten the two screws. 

Operation
EZ Finder works by projecting a tiny red dot (it’s not a laser beam) onto a 
lens mounted in the front of the unit. When you look through the finder, the  
red dot will appear to float in space, helping you locate even the faintest of 
deep space objects. The red dot is produced by a light-emitting diode (LED) 
in the rear of the sight. A 3-volt lithium battery provides the power for the 
diode. NOTE: Be sure to remove the plastic disc from beneath the battery 
prior to use, so the retaining clip makes contact with the battery. 

Turn the On/Off switch to On. Look through the back of the reflex sight to see 
the red dot. Position your eye at a comfortable distance from the back of the 
sight. In daylight, you may need to cover the front of the sight with your hand 
to be able to see the dot, which is purposely quite dim. The intensity of the 
dot is adjusted with the small brightness-control knob next to the On/Off 
switch. For best results when stargazing, use the dimmest possible setting 
that allows you to see the dot without difficulty. Typically a dimmer setting is 
used under dark skies and a bright setting is used under light-polluted skies. 

At the end of your observing session, be sure to turn the On/Off switch to 
the Off position.

Aligning EZ Finder
When EZ Finder is properly aligned with the telescope, an object that is cen-
tered in EZ Finder’s field of view should also appear in the center of the field 
of view of the telescope’s eyepiece. Alignment of EZ Finder should be done 
during twilight hours before going out to view for the first time. Aim the tele-
scope at a distant object such as a telephone pole or roof chimney and cen-
ter it in the telescope’s eyepiece. The object should be a half mile away or 
farther. Now, with the On/Off switch On, look through EZ Finder. Hopefully, 
the object will appear in the field of view near the center dot.  

Now, without moving the main telescope, you’ll use EZ Finder’s azimuth (left/
right) and altitude (up/down) adjustment controls to center the red dot on the 
object. Left/right movement is controlled by the Phillips-head screw located 
on the side opposite the On/Of switch. Up/down movement is controlled by 
the Phillips-head screw at the rear of the unit (see diagram).

When the red dot is centered on the distant object, check to make sure the 
object is still centered in the telescope’s field of view. If not, recenter it and 
then adjust EZ Finder’s alignment again. When the object is centered in both 
fields of view, EZ Finder is properly aligned with the telescope. 

Once aligned the first time, EZ Finder will usually hold its alignment even 
after being removed and remounted on the dovetail base. Otherwise, only 
minimal realignment will be needed.  

Replacing the Battery
Should the battery ever die, replacement 3-volt lithium batteries are available in 
many retail outlets. Remove the old battery by sliding it forward from under the 
retaining clip. Slide a new battery under the retaining clip with the positive side 
(+) facing out.

Using EZ Finder on Two or More Telescopes
Extra dovetail mounting bases (#7099) are available for an economical price, 
allowing one EZ Finder sight to be used alternately on more than one tele-
scope. 

Specifications
Weight  2.2 oz.

Length  4-1/8 inches

Magnification 1x

Field of View  9°

Light Source light-emitting diode (LED)

Power  3-volt lithium battery (2032) 

IN 062 Rev A 0999
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