
1/4"-20 Adapter  
for SkyView Deluxe 
Equatorial Mount
#3800
This adapter plate allows for attachment of a wide variety of 
instruments to the Orion SkyView Deluxe Equatorial Mount 
(#9400). Any optical tube or camera body that is equipped with 
a standard 1/4"-20 threaded socket can be coupled to the equa-
torial mount via this adapter for astronomical observing or 
astrophotography.

Parts List
Qty. Description

1 Adapter plate

1 Cork pad

2 1/4"-20 socket head cap screws

1 Allen wrench

Installation
Before attaching the adapter plate to the equatorial mount, it must first 
be connected to the telescope optical tube (or camera body). This is 
done by threading one of the supplied 1/4"-20 cap screws through the 
adapter plate and into the threaded hole in the instrument. The 
adapter was designed with two 1/4"-20 screws to fit the Orion 
Argonaut™ 150mm Maksutov-Cassegrain optical tube, or other 
instruments that have a similar mounting plate. One screw will be 
sufficient for most instruments. Choose the hole that will afford the 
best balance point for the instrument relative to the mount’s declina-
tion axis. Using the Allen wrench provided, tighten the mounting 
screw(s) until the adapter plate is held securely to the instrument (do 
not overtighten or you may strip the receptacle threads). 

Next, screw the adapter plate (with the telescope or camera 
attached) to the equatorial mount’s head with the two captive tube 
ring mounting bolts supplied with the mount. Tighten the bolts 
until the connection is secure. If the entire assembly is not held 
rigidly, one or all of the connections may need further tightening.

The 1/4"-20 Adapter is made of aluminum and has a durable, 
anodized finish. The cork pad prevents slipping and scratching of 
the instrument at the contact surface.
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