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During production of our new Skywatcher 120 EQ telescope, 
we developed an improved design for the finder scope brack-
et. The new design makes aiming the finder scope much 
easier, since it requires adjustment to only two alignment 
screws instead of six. As a result of this improvement, there 
are some discrepancies with the provided instruction manu-
al. These discrepancies will be clarified in this addendum. 

In the assembly section of the manual on page 5, line item 12 
should now read:

12. To place the finder scope in the finder scope bracket, first 
unthread the two black nylon screws until the screw ends 
are flush with the inside diameter of the bracket. Place the 
O-ring that comes on the base of the bracket over the 
body of the finder scope until it seats into the slot on the 
middle of the finder scope. Slide the eyepiece end (nar-
row end) of the finder scope into the end of the bracket’s 
cylinder that does not have the adjustment screws while 
pulling the chrome, spring-loaded tensioner on the brack-
et with your fingers. Push the finder scope through the 
bracket until the O-ring seats just inside the front opening 
of the bracket cylinder. Now, release the tensioner and 
tighten the two black nylon screws a couple of turns each 
to secure the finder scope in place. 

Page 7 explains how to align the finder scope. The instruc-
tions are still valid, but to aim the finder, only adjustments to 
the two black nylon alignment screws are needed. The new 
finder scope bracket design also eliminates the need for 
knurled lock nuts on the alignment screws.

Figure 6A, as pictured below, replaces Figure 6 in the manual.
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