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Addendum to the Instruction Manual: 
Celestron StarSeekers 

The StarSeeker reflectors (StarSeeker 114mm and 130mm) 
come attached to the mount in the shipping box. To make 
them fit, the tube and mount were packed very com-
pactly at the factory. DO NOT ATTEMPT TO REPOSITION 
THE MOUNT TO ITS PROPER ORIENTATION BY HAND! 
Otherwise, the gears and motors may be damaged. After 
removing the assembly from the shipping box, reposition the 
tube and mount as follows:

1.  Remove the tube from the mount by first removing the 
thumbscrew on the mount’s clamp. Open the clamp, and 
remove the tube.

2.  Plug the hand controller and battery pack (with batteries 
installed, requires 8x AA batteries) into the base of the 
mount.

3.  Use the hand controller to select your telescope model 
(see chart on right).

4.  Now use the hand controller direction buttons to reposi-
tion the mount until it is roughly in the position shown on 
page 4 of the instruction manual.

5.  Replace the optical tube in the cradle and secure it with 
the thumbscrew.

Due to some slight changes made to the hand controller’s 
software after printing of the instruction manual, some of 
the information in the manual is not completely accurate. 
Specifically, the software does not reference the StarSeeker 
line of telescopes, but rather the NexStar GT line. While this 
does not affect functionality in any way, do not be confused 
when the hand controller displays “NexStar GT” when the 
manual mentions “StarSeeker.”

When the hand controller is initially turned on, use the follow-
ing for reference during StarSeeker model selection:

If you have this model... then select the following model:

StarSeeker 70mm NexStar 60

StarSeeker 80mm NexStar 80

StarSeeker 114mm NexStar 114

StarSeeker 130mm NexStar 130

READ THIS FIRST!


