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This practical accessory tray, designed exclusively by Orion 
for the Atlas, Sirius, and SkyView Pro EQ mounts, holds 
many more eyepieces, Barlow lenses, and other accessories 
than the standard tray / tripod spreader that comes with the 
mounts themselves. Having a larger diameter, this deluxe 
tray also puts the accessories within easier reach as you’re 
observing or imaging at the telescope. In addition to the cut-
outs for 1.25" and 2" eyepieces and SynScan hand controller, 
there is plenty of flat surface area to hold other accessories 
such as filters, a flashlight, dew heater controller, etc. It’s a 
great convenience! We hope you enjoy it.

Contents
Check to make sure that all of the following parts are present.

Qty Item

1 Deluxe accessory tray

1 ¼"-20 pan-head screw, 0.75" length

1 Fender washer, 1.25" diameter

1 Hex nut

1  Wing nut

Installing the Deluxe Accessory Tray
The Deluxe Accessory Tray installs on top of the tripod sup-
port tray (Figure 1) that comes with the Atlas, Sirius, and 
SkyView Pro mounts. The Deluxe Accessory Tray is not a 
replacement or substitute for the tripod support tray! It is 
designed to be used only in tandem with the tripod sup-
port tray.

1. With the tripod support tray removed from the tripod, insert 
the Deluxe Accessory Tray onto the tripod’s center support 
shaft through the hole in the center of the tray. Orient the 
tray so that the three leg cutouts line up with the tripod 
legs (Figure 2).

2. While holding the Deluxe Accessory Tray up with one 
hand, slide the tripod support tray, flat side up, onto the 
center support shaft with your other hand. Rotate it so 
that the slot for the hand controller bracket lines up with 
the screw hole in the Deluxe Accessory Tray, as shown in 
Figure 3 (viewed from underneath the tray). Then slide the 
tripod support tray upward until the “V” of its three spread-
er arms makes contact with the tripod legs.

3. Now thread the knob up the shaft until it is tight.

4. Now you’ll fasten the Deluxe Accessory Tray to the tripod 
support tray using the supplied hardware. Insert the screw 
down through the hole in the Deluxe Tray, then slide the 
washer onto the screw. Now thread the wing nut onto the 
screw until tight (Figure 4). The Deluxe Tray should now 
be firmly attached to the tripod support tray (Figure 5).

NOTE: Included with the hardware is a hex nut, which 
can be used to hold the screw captive on the Deluxe 
Tray, if desired. To attach it, before installing the Deluxe 
Tray on the tripod insert the screw through the hole, then 
thread the nut on all the way until it’s tight against the 
tray. Finger tight is probably fine, but you could also use 
a small wrench on the nut and a slotted screwdriver to 
tighten it down even more if desired. Now the bolt is cap-
tive (Figure 6), so it can’t fall out and get lost during dis-
assembly of the mount.

When you install the tripod support tray under the Deluxe 
Accessory Tray as in step 2 above, be sure to orient them so 
that the screw passes through the slot for the hand controller 
bracket on the support tray.
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Figure 1. The tripod support tray/spreader that comes with the 
Atlas, Sirius, and SkyView Pro mounts. The Deluxe Accessory Tray 
installs on top of the support tray/spreader.

Figure 2. Insert tray so that the tripod legs fit in the leg cutouts.

Figure 3. Line up the slot in the support tray/spreader with the hole 
in the Deluxe Accessory Tray (shown from underneath).

Figure 4. The ¼"-20 screw, washer, and wing nut fasten the 
Deluxe Accessory Tray securely to the tripod support tray/spreader.

Figure 5. The Deluxe Accessory Tray fully installed on an Orion 
Atlas EQ-G mount.

Figure 6. The included hex nut keeps the ¼"-20 screw captive on 
the Deluxe Accessory Tray (viewed from under side of tray).
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One-Year Limited Warranty

The Orion Deluxe Accessory Tray is warranted against defects in materials or workmanship for a period of one year 
from the date of purchase. This warranty is for the benefit of the original retail purchaser only. During this warranty 
period Orion Telescopes & Binoculars will repair or replace, at Orion’s option, any warranted product that proves to 
be defective, provided it is returned postage paid to: Orion Warranty Repair, 89 Hangar Way, Watsonville, CA 95076. 
Proof of purchase (such as a copy of the original receipt) is required.

This warranty does not apply if, in Orion’s judgment, the product has been abused, mishandled, or modified, nor does 
it apply to normal wear and tear. This warranty gives you specific legal rights, and you may also have other rights, 
which vary from state to state. For further warranty service information, contact: Orion Customer Service (800) 676-
1343; support@telescope.com.
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